BRAAP CHAIN & CABLE LUBE
#BW16-302

A lightweight gray lubricant that penetrates deeply and prolongs the life of any size chain or wire by keeping it supple and resisting rust. Displaces water and has excellent clinging properties. Extension tube is provided for pinpoint application.

**Suggested Uses:**
- Motorcycles, ATVs, watercraft, snowmobiles
- Link and roller assemblies
- Throttle and brake cables
- Chains and sprockets
- Joints, bushings, latches
- Steering components

**Packaging:**
- UPC Code: 043281009324
- Cans per case: 6
- Shipping weight per case: 9 lbs.
- Container: 16 fluid ounce can
- Label weight: 12 ounces (340 grams)
- Shipping Classification: Consumer Commodity ORM-D, UN 1950
- Hazard Class: 2.1

**Properties:**
- Cleanup: Lacquer thinner
- Flammability: Extremely Flammable
- Flash point: -4 F
- Specific Gravity: 0.76
- Solids Content: 47%
- VOC content: 44%
- HAPs content: 13%
- Storage Temperature: 40-90F
- Application Temperature: 40-100F
- Active Ingredient: Molybdenum Disulfide
- Lubricity Rating: Excellent
- Appearance: Black, tacky
- Operating Speed: 2000+ RPM
- High Temperature Resistance: 350F
- Low Temperature Resistance: -50F
- Shelf life: Guaranteed for 2 years

4-20-2018